
Technical Data Sheet

Powerful deep cleaning action is very effective in 
cleaning curtain sided vehicles, trucks, forklifts  
and refuse lorries

Versatile formula may also be use to clean cars  
and light commercial vehicles

Powerful degreasing action for an exceptional  
chassis cleaner

NTA free

Contains water softeners

TRANSPORT 6000 PLUS - L579

Transport 6000 Plus is a concentrated formula that 
offers excellent dilution rates and low cost in use. 
Water softeners are also included  to remain effective 
even in very hard water areas.

ADVANTAGES

SPECIALIST CLEANING PRODUCTS FOR THE AUTOMOTIVE INDUSTRY

TYPICAL APPLICATIONS

The powerful deep cleaning action is very effective in 
cleaning curtain sided vehicles, trucks, forklifts and refuse 
lorries. The versatile formula may also be use to clean cars 
and light commercial vehicles. The powerful degreasing 
action makes for an exceptional chassis cleaner.
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APPLICATION INSTRUCTIONS

Apply using a pressure washer. When cleaning, start at the 
base and work upwards. Allow for a short contact time and 
rinse thoroughly with water. Dilute at 1:100 for normal use 
and 1:60 for heavy deposits.

Always use at recommended dilutions, or sensitive paint 
finishes may be damage. Never allow the product to dry 
out on paintwork.



Technical Data Sheet

nielsenchemicals.com

RELATED PRODUCTS

Rawdon Road, Moira, Swadlincote, Derbyshire, DE12 6DA, UK 
T +44 (0)1283 2222 77  .  E info@nielsenchemicals.com

Sedex®

En
abl

ing responsible
supply

chains

014

U K A S
MANAGEMENT

SYSTEMS

ISO 14001

CERTIFICATION

Q 05320ISO 14001:2015
Cert No. 042075

APPEARANCE Clear liquid

COLOUR Colourless / Pale straw

ODOUR Lemon

SOLUBILITY Soluble in water

PH-VALUE CONC. 
SOLUTION >13.00

FLAMMABILITY Non Flammable liquid

PACK SIZES 5 litre, 210 litre & 1000 litre

TECHNICAL DATA

RELATED PRODUCTS

ECO XL
Blend of emulsifiers, detergents, soil 

suspending aids water softeners 
combine for excellent traffic film and 

grease removal

The values are typical of normal production and should  
not be taken as a specification.

PRECAUTIONS

Wear protective gloves, clothing and face protection.  
Avoid contact with skin, eyes and clothing. Avoid spilling. 

STORAGE PRECAUTIONS

Store in a tightly closed original container in a dry, cool  
and well-ventilated place. Store between 4°C – 40°C.

HEALTH AND SAFETY

Health and Safety Data Sheet available separately.

IMPACT EXTRA
Blend of emulsifiers, detergents, soil 

suspending aids and water softeners and 
has been designed to combine excellent 

traffic film and grease removal

TRANSPORT 4000 PLUS
Designed to remove even the most 
stubborn soiling from heavy goods 

vehicles and plant equipment

TRANSPORT 5000 PLUS
Highly concentrated traffic film remover 

designed to provide exceptional 
cleaning performance on heavily soiled 

trucks and haulage

https://www.nielsenchemicals.com/product/transport-2000-plus-eco-xl/
https://www.nielsenchemicals.com/product/transport-3000-plus-impact-extra/
https://www.nielsenchemicals.com/product/transport-4000-plus/
https://www.nielsenchemicals.com/product/transport-5000-plus/

