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Easily applied

Foam action lifts dirt from tyres

Produces an ‘as new’ natural sheen on tyre walls.

Water repellent finish resists weathering

AZNU - B015
Foaming tyre cleaner and dressing in aerosol format

AZNU is a highly advanced tyre cleaner and renovator 
designed to produce a natural sheen on tyre walls with 
an ‘as new’ finish.

ADVANTAGES

SPECIALIST CLEANING PRODUCTS FOR THE AUTOMOTIVE INDUSTRY

TYPICAL APPLICATIONS

AZNU’s foam action allows the product to adhere to the 
surface increasing contact time and improving cleaning and 
finish. It can be applied to wet or dry tyres.

APPLICATION INSTRUCTIONS

Wash off excessively muddy tyres prior to application. Shake 
can well before use. Spray Aznu in a circular motion around 
the tyre wall.

Allow a short contact time and simply wipe off any excess 
product. For optimum results a second coating may be 
applied and wiped as before.
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APPEARANCE Aerosol

ODOUR Mild

SOLUBILITY Soluble in water

FLAMMABILITY Extremely Flammable Aerosol

PACK SIZES 400ml

TECHNICAL DATA

RELATED PRODUCTS

BRILLIANCE
High quality solvent dressing for tyres 

containing a blend of high quality 
silicones providing a lasting weather 

resistant sheen

TYRE SHEEN
Water based, wet look, silicone and 
solvent-free dressing designed to 

enhance and restore the appearance 
of tyres, automotive rubbers, vinyl and 

plastic surfaces 

NON SIL 
Premium quality non-silicone dressing 

which will restore the colour, sheen 
and lustre of tyres, rubber and plastics 

surfaces

RAPPORT
Pleasantly fragranced non-solvent, 

water based, silicone free tyre 
dressing, designed to enhance and 

renovate 

PRECAUTIONS

Keep away from heat, sparks and open flame. Eliminate all 
sources of ignition and protect from direct sunlight. Avoid 
inhalation of vapours and spray. Do not damage/ pierce  
the can. Only use in well ventilated areas.  

STORAGE PRECAUTIONS

Store in a dry, well ventilated area. Keep between 4°C – 40°C.

HEALTH AND SAFETY

Health and Safety Data Sheet available separately.

The values are typical of normal production and should  
not be taken as a specification.

https://www.nielsenchemicals.com/product/brilliance/
https://www.nielsenchemicals.com/product/tyre-sheen/
https://www.nielsenchemicals.com/product/non-sil/
https://www.nielsenchemicals.com/product/rapport/

