
Technical Data Sheet

Exceptional dilution rates

Very effective on grease and oil

Low cost per wash

Added shine enhancer and protective coating  
helps repel water and soiling

POWERSHINE - L445
Powerful heavy duty traffic film remover with shine additives

POWERSHINE is a concentrated alkaline detergent 
formulation designed to attack stubborn grime 
and soiling found on vehicles. Powershine contains 
specialised shine additives which enhance livery  
and help prevent re-soiling.

ADVANTAGES

SPECIALIST CLEANING PRODUCTS FOR THE AUTOMOTIVE INDUSTRY

TYPICAL APPLICATIONS

Designed for cleaning of vehicles used in heavy haulage 
industry, removing stubborn grime and soiling.
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APPLICATION INSTRUCTIONS

Powershine is designed to be used cold through high 
pressure washing equipment.

Apply the Powershine at a dilution of between 0.50% and 
2.00% at the nozzle end, starting at the base of the vehicle 
and working upwards. Allow a short contact time and rinse 
thoroughly. 

For added cost and dilution control, Powershine may be 
pre-diluted between 1:1 - 1:9 before it is drawn through the 
pressure washer.

N.B. Do not allow Powershine to dry out onto the vehicle.

Test delicate or decorative paintwork prior to full application.
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APPEARANCE Clear/slightly hazy liquid

COLOUR Straw

ODOUR Mild

SOLUBILITY Soluble in water

PH-VALUE CONC. 
SOLUTION >13.00

FLAMMABILITY Non Flammable

PACK SIZES 20 litre & 210 litre

TECHNICAL DATA

RELATED PRODUCTS

ECO XL
Blend of emulsifiers, detergents, soil 

suspending aids water softeners 
combine for excellent traffic film and 

grease removal

The values are typical of normal production and should 
not be taken as a specification.

PRECAUTIONS

Wear protective gloves, clothing and face protection.  
Avoid contact with skin, eyes and clothing. Avoid spilling. 

STORAGE PRECAUTIONS

Store in a tightly closed original container in a dry, cool  
and well-ventilated place. Store between 4°C – 40°C.

HEALTH AND SAFETY

Health and Safety Data Sheet available separately.

IMPACT EXTRA
Blend of emulsifiers, detergents, soil 

suspending aids and water softeners and 
has been designed to combine excellent 

traffic film and grease removal

PREMIUM TFR
Heavy-duty traffic film remover for use on 
vehicles where livery protection is of great 

importance

TRANSPORT 4000 PLUS
Exceptionally effective traffic film remover 
and degreaser, designed to remove even 

the most stubborn soiling from heavy 
goods vehicles and plant equipment

https://www.nielsenchemicals.com/product/transport-2000-plus-eco-xl/
https://www.nielsenchemicals.com/product/transport-3000-plus-impact-extra/
https://www.nielsenchemicals.com/product/premium-tfr/
https://www.nielsenchemicals.com/product/transport-4000-plus/

